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Art. Nr. 79200072

Zindspannung / Ignition voltage: 4kV
Sockel: Kabel / Base: cable
Brennlage / Burning position: p15
Verpackungseinheit: 1 Stlick
Packing unit: 1 piece
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STATURION®

Halogen-Metalldampflampen
fur Sportstatten

m Hohe Energieeffizienz und Lichtausbeute
m Hohe Konstanz von Lichtstrom und Licht-
farbe Uber die Lebensdauer
m Gute bis sehr gute Farbwiedergabe flr
nattrliche Farberlebnisse im Stadion und
am Fernsehbildschirm
m Varianten mit extrem kurzem Lichtbogen
(sa) fur exakte Lichtlenkung und wenig
Streulicht:
= 1000W, Lichtfarbe dw (tageslichtweif}
6300K), mittlere Lebensdauer 6000h
= 2000W, Lichtfarbe dw (tageslichtweif}
6300K), mittlere Lebensdauer 5000h
(best-in-class)
m Variante mit langem Lichtbogen (Ia) fir
kleinere Sportplatze:
= 2000W, Lichtfarbe nw (neutralweild
4400K), mittlere Lebensdauer 8000h
m Kompakte, zweiseitig gesockelte Bauform
fur kleine Scheinwerfer mit geringer
Windlast
m HeilRwiederziindbar

Anwendungen:

m Sportstatten
m Gebaudeanstrahlung

Lampen- | Lampen- Licht- Farb-

SLIEINE leistung strom strom temp.

STATURION®

Metal-halide lamps
for sport field illumination

m High energy efficiency and luminous efficacy
m High constancy of luminous flux and light
colour throughout entire service life
m Good to very good colour rendering for
natural colour experiences in the stadium
and on the TV screen
m Models with an extremely short light arc (sa)
for exact light control and little light scatter:
= 1000W, light colour dw (daylight white
6300K), average service life 6000h
= 2000W, light colour dw (daylight white
6300K), average service life 5000h
(best-in-class)
m Model with a long light arc (la) for smaller
sports facilities:
= 2000W, light colour nw (neutral white
4400K), average service life 8000h
m Compact, double-ended design for smaller
floodlights with lower wind load
m Hot re-ignitable

Application:
m Sports facilities
m lllumination of buildings

Mittlere Lange L | Elektroden- | Ra-Wert Artikel-
Lebensdauer abstand D nummer

Wattage | Lamp Luminous Colour

Designation current flux temp.

Average LengthL | Electrode | Ra-value Type
life distance D no.

W) A (Im) (K)

(h) (mm) (mm)

HIT-DE sa 1000 dw 1000 10,3 90 000 6300

6000 187,0 24,0 131100

HIT-DE sa 2000 dw 2000 [10,3/11,3| 200 000 6300

5000 y 187,0 32,0 131200

HIT-DE la 2000 nw 2000 10,3 230 000 4400

8000 , 274,0 131212
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Email sales@blv-licht.de
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Anderungen der angegebenen Werte und Toleranzen sind innerhalb der
entsprechenden Normen maglich.

Within the scope of the corresponding standards, variations of the declared
values and tolerances might occur.
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